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Fire Extinguisher Inspection and Maintenance Documentation
Annual Maintenance-Tag or label securely attached to the fire extinguisher that indicates the month and year the annual maintenance was performed; identifies the person performing the maintenance; and identifies the name of firm performing the maintenance. (NFPA 10: 7.3.3)
 








Example of Annual Manintenance Tag
Monthly Inspection-Records for manual inspection shall be maintained on a annual maintenance tag attached to the fire extinguisher or on an Inspection Checklist maintained on file or by an electronic method. The annual maintenance tag contains on one side the blocks to record the monthly inspectons between annual maintenance.  (NFPA 10: 7.2.1.2)

Example of Annual Manintenance Tag Recording Monthly Inspections

Six Year Maintenance Label-Maintenance information is record on a suitable metallic label or equally durable material that is a minimum size of 2 inches by 3.5 inches.  (NFPA 10: 7.3.3.1)
The new label shall be affixed to the fire extinguisher shell by a heatless process and any old maintenance labels shall be removed. (NFPA 10: 7.3.3.2)
This label is also used to record the date of the most recent hydrostatic test on ABC class fire extinguishers.

Example of Six Year Maintenance Label
Carbon Dioxide Fire Extinguishers-Each CO2 fire extinguisher receives maintenance every five years. (NFPA 10: 7.3.1.1.2) As a rule, there will not be any type of maintenance label attached to the fire extinguisher.
A CO2  fire extinguisher also receive the required hydrostatic test every five years. (NFPA 10: 8.3.1.  Each CO2 fire extinguisher that passes the hydrostatic test shall be stamped with the testor’s identification number and month and year of the test. (NFPA 10: 8.7.3.1) Stamping shall be placed on the shoulder, top head, neck or foot ring (where provided) of the extinguisher. (NFPA 10: 8.7.3.2)
Class K Fire Extiguishers- Each K-Class fire extinguisher receives maintenance every five years. (NFPA 10: 7.3.1.1.2) As a rule, there will be maintenance label attached to the fire extinguisher.  Hydrostatistic testing and maintenance is required at ten year interval from date of manufacturer. (NFPA 10:8.3.1)
Verification of Service Collar (Maintenance or Recharging)-Each fire extinguisher (ABC, K-Class or Carbon Dioxide) that has undergone maintenance that includes internal examination or that has been recharged shall have a verification of service collar located around the neck of the cylinder.  (NFPA 10: 7.3.3.2.1)


 
Example of Verification of Service Collars

CO2 Fire Extinguisher with Service Collar
Summary of Inspection and Maintenance for ABC Fire Extinguishers
1-5 year interval from date of manufacturer – Monthly and Annual Inspections
6 year interval from date of manufacturer- Maintenance 
7-11 year interval from date of manufacturer- Monthly and Annual Inspections
12 year interval from date of manufacturer- Hydrostatic Test and Maintenance
Summary of Inspection and Maintenance for Carbon Dioxide Fire Extinguishers
1-4 year interval from date of manufacturer – Monthly and Annual Inspections
5 year interval from date of manufacturer- Maintenance 
5 year interval from date of manufacturer- Hydrostatic Test and Maintenance
Summary of Inspection and Maintenance for K-Class Fire Extinguishers
1-4 year interval from date of manufacturer – Monthly and Annual Inspections
5 year interval from date of manufacturer- Maintenance 
5 year interval from date of manufacturer- Hydrostatic Test and Maintenance
Fire Extinguisher Inspection Documentation
NFPA 10: Portable Fire Extinguishers
	Topic/Area
	NFPA 10 Standard

	 Annual maintenance tag with month, year, and vendor.
	7.3.3

	Five year CO2 Stamp documentating maintenance.
	8.7.3.1

	Monthly inspections documented on tag.
	7.2.4.4 
 7.2.4.5

	Old maintenance labels shall be removed.
	7.3.3.1.1

	Six year maintenance.
	7.3.1.2.1 
 Table 7.3.1.1.2 

	Six year Verification of Service Collar for most recent maintenance.
	7.3.3.1

	Twelve year maintenance on a metallic label
	8.7.2.1

	Twelve year maintenance.
	 8.3.1

	Verificaton of Service Collar of uninterrupted material; 6 and 12 year maintenance.
	7.3.3.2.1
7.3.3.2.1.1
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